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• Current Standard: Developed by APFO “All DOQQ 
tiles shall have 95% of well‐defined points tested fall 
within 6.0 meters of true ground.”
– 95 out of 100 Inspected GCPs need to be within 6 
meters from the Reference point.

– Based on Percentile



2012 Specification 
Proposed Change: 

Horizontal Accuracy Standard

November 15, 2011 NDOP Steering Committee Meeting 6

• Proposed Standard: “Horizontal accuracy will comply with 
the FGDC‐STD‐007.3‐1998; NSSDA horizontal accuracy 
standards. All DOQQ tiles shall reflect a 95% confidence 
level of the well defined points tested fall within 6.0 
meters of true ground”

– 95% probability that GCPs are within 6 meters of ground
– Based on RMSE 





NWGEO 1.577174629 2.729773848 2.199673723 5208

CA 1.808817471 3.130701279 2.659482602 689

KS 1.587007388 2.746792388 2.326598949 1189

NE 1.384885512 2.396959843 1.980877684 1175

OR 1.698582633 2.939906821 2.324205198 276

TX 1.55813828 2.696825735 2.115628003 1214

WY 1.425616492 2.467457024 1.791249903 665

SURDEX 1.584178966 2.741896955 2.097019743 2322

IL 1.476306281 2.555190911 2.034809553 1177

IN 1.298794889 2.247954193 1.714063061 381

MO 1.50751113 2.609200264 2.05540563 753

TN 2.054103565 3.55524245 2.583800728 11

PGI 1.240124907 2.146408189 1.64206188 101

CT 1.083290449 1.874959109 1.371372611 56

VT 1.396959365 2.417857268 1.91275115 45

Vender/State Average of XYRMSE Average of XYNSSDA Average of XYCE95 Sum 












